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SUNNEN HONING MACHINE MODEL 


THE ACCEPTED METHOD 
OF PIN FITTING ANS 
BUSHING WORK 


GUARANTEED ACCURACY within 
.0001" (one ten thousandth) — Hones 
straight reund holes free from chatter 
merks. Corrects ovt-of-round, tapered 
and bell-movthed holes. 


FAST STOCK REMOVAL — up to .010” 
per minute on bronze bushings. 


CONTROLLED STOCK REMOVAL—Can 
be held to as little as .0901" to free a fit. 


FINE SURFACE FINISH — Produces full 
bearing surface—no break-in period 
required. 


OVERLAPPING RANGE OF SIZES, from 


50 


This Honing Machine 
Preuides 


PROPER FITS — Precision Gauge accu- 
rately meesvures hole size in relation te 
pin size. 


EXACT DUPLICATION OF SIZE with 


the Sizing Control. Saves time—elimi- 
nates guesswork, 


SIMPLE AND ECONOMICAL — Can be 
changed from one size to another in one 
minute. Unskilled help easily trained to 
produce precision work. 


WIDE APPLICATION —lIdeal for pin 
fitting, master cylinders, wheel cylin- 
ders, spindle bushings, water pumps, 


480" to 2.400” diameter. air compressors, etc. 


PERFECT ALIGNMENT between bosses 
—no bind on piston or spindle pins 
when entering second boss. 


Here's what you get with the Model LBA650: 
1 Honing Machine with 110 V., S.P. 25 or 60 
Cycle Motor, 1 precision pin fitting guage, 1 








i 
A : pin fitting vise, 5 roughing and 5 finishing 
mandrels (working range .720" to 1.020" Diam, ) 
5 truing sleeves, 5 roughing and 5 finishing 
stones, stone treating stick, mandrel rack, 
roughing cutter, mandrel selector, 2 exten- 
MODEL LBA650 Sion wedges, operating instructions. 
Wet Honing Machine 60 Cycle, ec eee E , ; = o, 
ies SS RR WY ee 
Net Price Complete: $375.00 . Se’ iiss! RS “My SQ 
——— NO ; ne) af e .@ 
.s Se ¥ ; 
Includes € Gals. No. MAN-845C Honing Oil * . 
Plastic Cover and Work Support. ca Pin fitting Spindle body Steering sector Hydraulic brake cylinders Air compressor 


jobs bushings housings (both master and wheel) cylinders 


CONVERT YOUR BUSHING GRINDER TO 
WET HONING WITH THE SUNNEN LBN 640 
CONVERSION UNIT 


GREATER ACCURACY= 
FASTER CUTTING= 
EASIER GAUGING= 


Two to three times as fast as dry honing. 
Better finish and closer tolerance. 


Reduces gauging time —work is always 
clean. 


Increases stone life—stones stay clean and 
free cutting. 


Increases mandrel life—reduces wear. 

Keeps parts cool—eliminates heat expansion. 
Permits accurate gauging immediately. 
Easier and cleaner for the operator. 


This new Wet Honing Conversion Unit for the 
Sunnen Bushing Grinder is o tested, proven method of 
furnishing a flow of honing oil to the work. it was 
developed as a result of Sunnen's many years ex- 


perience in solving industrial honing problems 


_ 


It is designed for quick and easy installation on your 


THESE FEATURES MArE THE "SUNNEN WET HONING CONVERSION UNIT” DESIRABLE 
FOR EVERY OWNER OF THE SUNNEN BUSHING GRINDER: 


Engineered specifically tor your Bushing Grinder 


present Bushing Grinder. Complete instructions ure fur- 


age nished and the conversion can be made right in your 
5 positive control of oil flow. , 
Valve provides p own shop—to this new and better method of honing. 


Easy to install. simple one unit construction. 


Large flow-back pan returns oil to reservoir — 
screen eliminates splashing 


Model LRA6L0 


Sunnen mult: stoge centrifugal pump ts belt driven 
trom Bushing Grinder motor —simple construction 


Six imperial gallon reservoir has ample settling 
only one moving part 


capacity 


Wet Honing Conversion Unit. 
; Net Price Complete: $125.00 
Continuous flow of oil directed along axis of man Includes 5 Gals. No. MAN-845C. Honing Oil. 


drel Most effective way to wash away cuttings Space tor draining parts provided on either side 


of machine 
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Automotive Stone Chart 









FOR USE DRY FOR USE WITH FLOW OR HONING OIL 






FOR USE WITH MANDRELS 
















































Roughing Finishing Roughing Finishing General Purpose List Price 
{480 thru SL-660_ TS a Ra oo) ees J (ieee ne nett Se C4 
) thru SL-2300 se an) aL F Meni: wie SOMEMML Wis EO. Son 
000 thru HB-1375 iy tee oe HB-7 HB-7 iS (Ah Cet ah a 
tension Stone for HB Mandrels = XHB-S_SS«XHB-7 XHB-7 ss XHB-13 f 1.70 
00 thru SC-1375. . ‘SC-5 fa = gets RGR CES ge 
insion Stone for SC Mandrels __-XSC-5 eS ee PRS Eee 
re Pa ML-5 ML-7 ML-5 Ee a. Tete Bly yin es Nee 
‘fd bod Pee Abe Ba lb PL-7 PL-5 PL-13 PL-7 1.00 
eries Not Used Not Used — KL-5 KL-13 KL-7 i 90 
res a= ee ee Not Used ‘KB-7 5 KB-13 ; 3 (ei ei |. 
BBN Rod Grinding Outfit : a i wr Sl-8* Ap SL-17* fi ae 














} and 17 stones should not ba used with a flow of honing oil but lubricated with lard oil or heavy honing oil, applied with brush or oil can. 
HN-5SO Rod Relief Grinder—Finishing Stone HHN-18 Shipping weight Y%, Ib. each. 


QUICK-CHECK 
| ROD ALIGNER 





This new piece of SUNNEN equip. 
ment fills a long-felt need of shops 
both large and small by providing a 
rod aligner that: 


—OFFERS EXTREME ACCURACY 

—IS "LIGHTNING" FAST 

—IS SIMPLE IN OPERATION 

—CHECKS ANY SIZE ROD 

—IS ALWAYS IN PERFECT ALIGNMENT 
—IS NOT AFFECTED BY TAPER OF PISTON 


The body, surface plate and mandrel of the 
new SUNNEN QUICK-CHECK ROD 
ALIGNER are cast in a single piece—assuring 
perfect alignment at all times. 


The convenient V-Block makes checking fast, 
easy and extremely accurate. 

The bending bar provides a simple, yet easy 
and fast method of straightening rods. 


And best of all, the SUNNEN QUICK-CHECK 
ROD ALIGNER Poe so low that no shop 


can afford to be without it. 


Includes side clamping fixture for handling V-8 
Ford Rods. 





Net Price $72.00 


Complete Unit —includes Rod Aligner, V-Block, 
Bending Bar, and Side Clamping Fixture. 


ACCESSORIES AND 
REPLACEMENT PARTS 


T™N-150 Side Clamping Fixture T™N-46 V-Block 


The surfaces E-2 and F-2 contact the ring lands, 


This unit handles worn V-8 rods. It provides a 
simple, ecsy, accurate method of checking from 
the sides of the rod which ore ground square 
with the bore. Checks any make of rod that is 
very narrow ond hos no bearing-metal flange. 
Complete -~ ready for mounting on the Sunnen 
Quick Check Rod Aligner. 


Shipping weight 3% Ibs. 





Net Frice 10.00 
T™N-50 Bend and Twist Indicator 


The Bend and Twist'tinduator is used for checking 
j the alignment of o rod when the piston is oot 
assembied. 
Shippine Weight 2 >> Ibs 


Net: Frice $16.00 


/. : : 
Head. Office : WINNIPEG . 





tancneés * 


E-] and F-1 contact the skirt. These lopped sur- 
faces are all parallel to the checking surface 
“A.” This method of checking gucrantees a high 
degree of occuracy with both cam-ground and 
tapered pistons. 


Shipping weight 2 Ibs. 


Net Price g12.00 
™N-40 Bending Bar 


The Bending Bar is fitted with two topered too! 
steel pomts. The large point ix used on reqular 
pins — assures accurate bending without dam- 
age to pin. The small port « used only. with 
small tapered bore pins 


Shipping weight 5% 'bs. 


*, s 
wet Fri Ct 





fil 


DAUPH.N, BRANDON, 


——— — 


/. B.ACKLAND & SOR, 


CALGARY AND EDMONTON, Lioocied 


Mandrels and Truing Sleeves 


Size range .480" to .720” 


Truing 
Sleeve No 


$1-469 


Mandrel 
Size Range No. 





Size range .720° to 2.400" 




















Mandrell List Truing List 

Size Range No. Price Sleeve No Price 
720" to 780" _‘SL-720 $2.50 ST-720 ‘$1.60 
780" to 840" —_SL-780 00 St-720. 1) | Ae 
840" to 900" _SL-B40 2.50 ST-840 (‘1.60 
900" to 960" SL-900 2.50 ST-900 _1.60 
960" to 1.020” SL-960 2.50 ST-960 1.60 
1.020" to 1.080” SL-1020 2.80 ST-1020_ 1.80 
1080" to 1.140" 5L-1080 2.80  —_ST-1080 1.80 
1.140" to 1.200" ———SL-1140 2.80  ST-1140 _—*1:.80 
1.200" to 1.300" SL-1200 2.80 ST-1200 ‘1.80 
1.300” to 1.400” SL-1300 2.80 (ST-1300 _—'1.90 
1.400" to 1.500" SL- 1400 2.80 $T-1400 1.90 
1.500" to 1.600" SL-1500 2.80 ST-1500_ 1.90 
1600’ to 1.700” 5L-1600 3.20 ST-1600 2.20 
1.700" to 1.800" _—SL-1700 3.20 = ST-1700 2.20 
“.g00" te £900" siren das ~~ s7sig00 ap 
1.900" to 2.000” SL-1900 3.20 ST-1900 _—_—.2.40 
2,000" to 2.100" ae 200G BOG 21 5162000) SAS 
2.100’ to 2.200° SL-2100 3.20. ST-2100  _—«2.40 
2.200" to 2300" SL-2200 3.20 ST.2200 2.40. 
2.300" to 2.400" SL-2300 3.20 $T-2300 2.40 


Use of Truing Sleeves 


it is very important that you have a Truing Sleeve tor each size 
SL Mandrcl. Truing Sleeves are used to keep mandrels and stones 
parallel and in good working condition. However, truing sleeves are not 
required for type HB and SC mandrels. 


Hydraulic Brake Cylinder Mandrels 


For wheel cylinders and master cylinders 


Mandrel No. List Price 


HB-1000 
HB-1250 
HB-1375 
*HB-1250 
*HB-1375 


Size Range 


HB Type 
Standard Stones 
‘See Stone Chart 


XHB Type 
Extension Stones 





No Truing Sleeve required with HB Mandrels 
must be used with XHB Type Extension 
Stones in size range shown 
Replacement Stone Retainer Spring LN-108 


CL-11 Semi-adjustable Valve Lifter 


FT a 






The design of many motors, with the manifold only a few inches 
from the frame of the car, necessitates the use of a valve lifter 
that gets under the manifold and block c.«'! ‘vith the Sunnen 
CL-1) Valve Lifter - 


motors.-A quality lifter at a 


valve work can be ‘sy ily or these 


low preee beegspaer gw 81 loin 


Net Price $2.30 








———_ .. - 
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The New “STUB” VALVE LIFTER 


Especially for Such Cars as Late Model 5 
Chryslers, Oldsmobile, Pontiac, See 
Studebaker, Terraplane, Etc. 


N most late model motors, the mani- 
fold hangs so low and the fender 
is so close that if the conventional 

type of valve lifter is made short enough 
to clear the fender, the handle will strike 
the manifold. That is why you will like 
this entirely new STUB Valve Lifter. 

1. No handle to strike the manifold. 

2. Short—only 8% inches long. 

3. Fast Screw that quickly raises the 

jaws. 








3 ease lift 214 inches. —works equally 


Jaws raise almost parallel— 


a bend or twist. well on other cars 
NET PRICE: $3.50 


8 BIG FEATURES 


Twice as strong as the average lifter 


4. Fast Screw that positively holds jaws Fast screw of this t The famous SUNNEN Friction Lock 
at any height desired. raises jaws quickly. Overall ce ae ay will positively hold Lifter at any 
5. Locks automatically at any height. ‘ b 2 handle will clear manifold.” iioae = ee ee ee 
«Jaws raise practically parallel. 9 Plenty of room between jaws to Jaws raise practically parallel. Will Quick extra height A t t gi 
7.Top jaws fully adjustable to any use split lock replacer. soa ee on valve stem. ae entre inch of Hitt. Marievune litt 
. ° . pper is 4 3 
8 Biana-srule of Cold-Rolled rete hag i i yond Gira rae ac cold rolled steel, cadmium 
ee ae "1 on any valve in e motor — Very narrow and t. Lots plated. Weight 13 ds. G - 
Steel—will lift over 300 pounds easily. either over or under the fender. 5 room to remove che = teed saateat Sisditnoe fur ae Yoon. 


HL-88 HEAVY DUTY VALVE LIFTER 


The SUNNEN HEAVY DUTY VALVE LIFTER is especially built to stand up under 
Locks positively at ary height the heaviest work such as the heavy springs in trucks and bus motors--- 
¥ yet it works equally as well on small motors (including Continental) 
Lower jaws of channel steel construction (like the frame of an auto- 
mobile) give maximum strength but make the lifter no wider and requires 
no more room to operate than lifters of lighter construction. Upper 
jaws laminated for greater strength and wider adjustment. 


Net Price: $3.80 






~ 
Lots of cleor space 
to remove locks 





"Extra height adjustment— 
gives an extra inch of lift 


DL120 UNIVERSAL "C” TYPE VALVE LIFTER 


An indispensable tool for every shop 
which services — 


Overhead Valve Motors. . .Truck and This lifter embodies many features 


Tractor engines. . .Motors with hy- not found in any other lifter: 

draulic tappets. . .L-Head engines 1. Heat-treated tubular frame of high car- 5. POSITIVELY CONTROLLED ONE-HAND 
Typ bon steel—will not twist or spread—tested RELEASE OF LOWER JAW—LOCKS CAN 

chet pare inghnet thal se stipe Dale to Ya ton load. BE POSITIONED SAFELY WITH THE OTHER 

Cadillac motors. she HAND WHILE VALVE SPRING IS LOWERED. 

This heavy duty lifter is completely : Seameh Teor sere oe OY SHEE SOF 6. Set of jaws fits springs up to 2” diameter— 


all springs in the motor. change jaws in 5 seconds. 


3. Powerful pull-type linkage—cannot buckle. 7, Quick-change high and low level jaw hold- 
ers clear engine obstructions. 


new fram top to bottom. Handles 





4 4. Handle locks in two positions: (a) to break 
Net Price: $23.50 frozen locks; (b) to hold fully compressed 8. Strongest lifter ever made—well- 


New DL-120 Lifter valve spring. balanced—weighs only 7% lbs. 


Shown on late model White block— easily 
handles tough jobs where space is limited. 


NEW VL48 FORD V-8 LIFTER SET 


New 3 foot heat treated alloy steel lifter bar provides enough lever- 
age to remove the most stubborn, carbon filled valve assemblies. 

FASTER VALVE SERVICE ON Force of lifter bar is applied to the bottom of valve stem — not 
inserted through the spring coils. Ends of bar are hardened to assure 
long service life. 


V.8 FORD AND Protector plate prevents damage to edge of block. 


Hardened forged-steel valve guide driver is used to drive down 


stuck valve guides. Driver is easily inserted —locks in place and 

MERCURY MOTORS. holds valve open to prevent damage to valve and seat while driv- 

ing the guide down. Adjustable for different size valves. This tool 

a REMOVES MOST STUBBORN VALVE GUIDES is designed to give ample clearance on Ford valves with the latest 
ee A COMPLETE VALVE TOOL SET FOR ALL type “‘close-coiled” springs. 


85, 95, and 100 HORSEPOWER MOTORS 


Improved spring compressor permits dis-assembly and re-assembly 
at the motor. Compresses springs with a minimum of effort. 


Net Price: $10.50 


New heat treated spring steel valve prop works on all Ford anc 
Mercury valves. Positively holds spring compressed, during re- 
assembly, cannot slip out of place. 





Ah ere’s a new set of tools that provides an improved 

method by which you can remove and re-assemble Ford 
and Mercury valves quickly and with the least amount of 
work. No other accessories are required to do this job. 
The Sunnen Ford Lifter Set works equally well on all 
Ford V-8 models, including the '46 and ‘47 models with 
‘‘close-coiled”’ springs. 





Set consists of: 


1 —VL-41 Three foot lifter bar 
1 —VL-25 Protector plate 

1 —VL-43 Valve guide driver 
1 —VL-35 Spring compressor 
9 —VL-29 Valve props 
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